
EUROLIVE 
B215D/B215D-WH/B212D/B212D-WH/
B210D/B210D-WH/B208D/B208D-WH
Active 550/200-Watt 2-Way PA Speaker System with 
15", 12", 10" and 8" Woofer and 1.35" Compression Driver



2 EUROLIVE B215D/B215D-WH/B212D/B212D-WH/B210D/B210D-WH/B208D/B208D-WH 快速启动向导 3

其他的重要信息
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第一步: 连接应用

EUROLIVE B215D/B215D-WH/B212D/B212D-WH/B210D /B210D-WH/B208D/B208D-WH 连接应用

CD PLAYER

连接多个音箱连接话筒

连接立体声信号音源
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第二步: 控制

EUROLIVE B215D/B215D-WH/B212D/B212D-WH/B210D /B210D-WH/B208D/B208D-WH 控制

B212D/B215D B208D/B210D

POWER SWITCH — 
开关音箱。

FUSE — 保险丝若
烧坏, 请在这里更
换为新的保险丝。

POWER SOURCE — 
将随货供应的 IEC 
电源线插入此接口。

¼" TRS INPUT — 
用 ¼" 线连接调音台
输出或其他信号。

XLR INPUT — 带 XLR 
接头的平衡线用于
连接话筒, 平衡式
调音台输出或其他
音箱的 LINK OUTPUT 
端口。

警告: 永远不要同
时使用 ¼" 及 XLR 输
入端。

LINK OUTPUT — XLR 
线可将拷贝的音源
信号发送至另一
音箱。

CLIP LED — 输入信
号过载时此指示灯
会点亮。

HIGH EQUALIZER —
提升或衰减高频 
±15 dB。

POWER LED — 音箱
打开时该指示灯
点亮。

LOW EQUALIZER — 
提升或衰减低频 
±15 dB。

LEVEL KNOB — 调节 
¼" 及 XLR 输入信号
的灵敏度 （增益） 
若 CLIP LED 指示灯
亮起, 请调低输入
电平。
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第三步: 使用

EUROLIVE B215D/B215D-WH/B212D/B212D-WH/B210D /B210D-WH/B208D/B208D-WH 使用

将音箱放在需要的地方, 如音箱
架上或地面上。

做好一切连接。 请勿打开电源
开关。

打开音源 (调音台, 话筒)。

按 POWER SWITCH (电源开关) 
打开音箱。 POWER LED (电源指示
灯) 点亮。

适当调节连接音源或音箱的话筒
的音量。

将 LEVEL 旋钮调至理想的音量。 
若 CLIP LED 指示灯闪烁, 就将其音
量调低一些。 若在使用多台音箱, 

每台音箱上的 LEVEL 旋钮则都需要调节。

若有必要, 可调节每个音箱上的 
HIGH, LOW EQUALIZER (高低均衡旋
钮) 以提升或衰减高, 低频。
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其他的重要信息

1. 在线注册。 请购买 MUSIC Group 产品后立
即在 behringer. com 网站注册。 网页上有简单
的在线注册表格。 这有助于我们更快更有效
率地处理您维修等事宜。 请阅读保修的相关
条款及条件。

2. 无法正常工作。 若您的 MUSIC Group 产品
无法正常工作, 我们会为您尽快修复。 请联
系您购买产品的销售商。 若你所在地区没有 
MUSIC Group 销售商, 请联系 behringer. com 网站
的 “WHERE TO BUY” 一栏下的所列出的子公司
或经销商。

3. 电源连接。 将本设备连接电源前, 请确
保使用的电压正确。 保险丝需要更换时, 
必须使用相同型号及定额的保险丝。

其他的重要信息

技术参数

B215D B212D B210D B208D
Amplifi er Power Output

Low-Frequency Range

RMS Power 280 W @ 8 Ω 280 W @ 8 Ω 135 W @ 8 Ω 135 W @ 8 Ω

Peak Power 450 W @ 8 Ω 450 W @ 8 Ω 160 W @ 8 Ω 160 W @ 8 Ω

High-Frequency Range

RMS Power 65 W @ 8 Ω 65 W @ 8 Ω 38 W @ 8 Ω 38 W @ 8 Ω

Peak Power 100 W @ 8 Ω 100 W @ 8 Ω 42 W @ 8 Ω 42 W @ 8 Ω

Speaker Size

Size 15" 12" 10" / 25 cm 8" / 20 cm

Audio Inputs

XLR (Servo-Balanced)

Sensitivity -40 dBu to +4 dBu

Input impedanceImpédance d’entrée 20 kΩ

¼" TRS Jack (Servo-Balanced)

Sensitivity -40 dBu to +4 dBu

Input impedance 20 kΩ

Level Control

Input Trim -∞ to + 30 dB

Max. input level +22 dBu

Link

Connector XLR connector

Loudspeaker System Data

Frequency Response 65 Hz to 20 kHz

Crossover frequency 1.9 kHz 2.4 kHz 24 kHz 24 kHz

Sound pressure level max. 126 dB SPL @ 1 m max. 125 dB SPL @ 1 m max. 113 dB SPL @ 1 m max. 113 dB SPL @ 1 m

Limiter Optical

Dynamic Equalizer Processor-controlled

Equalizer

HIGH 12 kHz / ±15 dB

LOW 80 Hz / ±15 dB

Power Supply

Voltage (Fuses)

USA/Canada
120 V, 60 Hz 

(T  6.3 A H 250 V)
120 V, 60 Hz 

(T  6.3 A H 250 V)
120 V, 60 Hz  

(T  4.0 A H 250 V)
120 V, 60 Hz 

(T  4.0 A H 250 V)

UK/Australia
240 V~, 50 Hz 

(T  3.15 A H 250 V)
240 V~, 50 Hz 

(T  3.15 A H 250 V)
240 V~, 50 Hz 

(T  2.0 A H 250 V)
240 V~, 50 Hz 

(T  2.0 A H 250 V)

Europe
230 V~, 50 Hz 

(T  3.15 A H 250 V)
230 V~, 50 Hz 

(T  3.15 A H 250 V)
230 V~, 50 Hz 

(T  2.0 A H 250 V)
230 V~, 50 Hz 

(T  2.0 A H 250 V)

Japan
100 V~, 50-60 Hz 
(T  6.3 A H 250 V)

100 V~, 50-60 Hz 
(T  6.3 A H 250 V)

100 V~, 50-60 Hz 
(T  4.0 A H 250 V)

100 V~, 50-60 Hz 
(T  4.0 A H 250 V)

Power consumption max. 600 Watts max. 600 Watts max. 300 Watts max. 300 Watts

Mains connection Standard IEC receptacle

Dimensions & Weight

Dimensions (H x W x D)
approx. 27.2 x 17.3 x 13.2"

approx. 690 x 440 x 335 mm
approx. 21.7 x 13.6 x 10.6"

approx. 550 x 345 x 270 mm
approx. 18.34 x 11.50 x 9.61"
approx. 466 x 292 x 244 mm

approx. 14.72 x 9.8 x 8.1"
approx. 374 x 249 x 205 mm

Weight 45.2 lbs / 20.54 kg 31.9 lbs / 14.5 kg 19.18 lbs / 8.7 kg 15 lbs / 6.8 kg
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