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MIDI FOOT CONTROLLER FCB1010
Ultra-Flexible MIDI Foot Controller with 2 Expression Pedals 
and MIDI Merge Function

Professional and ultra-flexible MIDI foot controller

10 banks of presets, each with 10 fully user-editable presets

2 expression pedals with freely assignable MIDI channel, controller number and range

Simultaneous transmission of 5 MIDI program change commands and 2 MIDI controllers per preset

MIDI note commands for trigger and tap-tempo applications

2 programmable and relay-controlled switch jacks, e.g. to select channels on any guitar amp

No need to take a seat-everything can be easily programmed while standing

Global setup allows for individual customization

Backup function via MIDI SysEx

MIDI merge function allows for soft through and merging of controller and input data

Built-in power supply ensures trouble-free operation

High quality components and exceptionally rugged construction ensure long life

Conceived and designed by BEHRINGER Germany

Specifications
MIDI Interface

Type 5-pin DIN jacks IN and OUT / THRU

Display

Type 3-digit LED

Switching Output

Type 1/4" jack (open)

Power Supply

Voltage

USA/Canada 120 V~, 60 Hz

Europe/U.K./Australia 230 V~, 50 Hz

Japan 100 V~, 50 - 60 Hz

General export model  120/230 V~, 50 - 60 Hz

Power consumption 10 W

Fuse 100 - 120 V~: T 100 mA L 250 V 
200 - 240 V~: T 50 mA L 250 V

Mains connection Standard IEC connector 

Dimensions/Weight

Dimensions (H x W x D) approx. 2.4 x 8.7 x 27" 
approx. 60 x 221 x 687 mm

Weight approx. 9.55 lbs / 4.34 kg


