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Hookup Diagrams
Typical Hookup:
In-line with Main Outputs

WARNING: TO REDUCE THE RISK OF FIRE OR ELECTRIC SHOCK,
DO NOT EXPOSE THIS EQUIPMENT TO RAIN OR MOISTURE.  DO NOT REMOVE COVER.  
NO USER SERVICEABLE PARTS INSIDE. REFER SERVICING TO QUALIFIED PERSONNEL.
AVIS: RISQUE DE CHOC ELECTRIQUE — NE PAS OUVRIR

RISK OF ELECTRIC SHOCK
DO NOT OPEN

BAL/UNBAL

BAL/UNBAL

BAL

GND
LIFT

315mA 250V

T

SERIAL / DATE CODE
OUT IN

OUT IN

OUT IN

UNBAL BAL BAL

IN

CHANNEL 1

CHANNEL 2

RISK OF FIRE
REPLACE FUSE AS MARKED 

WARNING
NO OUTDOOR USE

BROUGHT TO YOU BY THE GROOVY FOLKS IN WOODINVILLE, WA, USA
MANUFACTURED IN CHINA • FABRIQUE AU CHINE

"TAPCO" AND "MACKIE" ARE REGISTERED TRADEMARKS OF
LOUD TECHNOLOGIES INC. • COPYRIGHT ©2003

WWW.TAPCOGEAR.COM

11
5V

AC 100-120V, 60Hz
AC 200-240V, 50HZ

RATED INPUT: 12.5W
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DO NOT EXPOSE THIS EQUIPMENT TO RAIN OR MOISTURE.  DO NOT REMOVE COVER.  
NO USER SERVICEABLE PARTS INSIDE. REFER SERVICING TO QUALIFIED PERSONNEL.
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11
5V

AC 100-120V, 60Hz
AC 200-240V, 50HZ

RATED INPUT: 12.5W

FROM MIXING 
CONSOLE LEFT AND 

RIGHT MAIN OUTPUTS

TO POWER AMPLIFIER OR 
POWERED SPEAKERS INPUTS

Alternate Hookup:
Individual Channel or Main Inserts


